
CONCRETE BAR SPACER
TYPE Z SCALLOPED

TECHNICAL DATA SHEET

CONCRETE SPACERS

For horizontal spacing.
For 340mm spacers, covers: 30, 40, 50mm.
For 800mm spacers, covers: 30, 40, 50, 60, 
70mm.

APPLICATION

- Spacers can be laid either on one or another face, 
under the reinforcement, with no precise posi�on:
  . ON WIDE SIDE:
     - To fix reinforcement mesh on blinding concrete or 
concrete slabs.
     - To fix on insula�on materials.
  . ON SCALLOPED SIDE:
     - To fix reinforced beams and floor structure.
- Number of bar spacers per m2 : comply with the 
specifica�on. When there’s no specifica�on, we 
suggest: 1 unit ≈ 0,80 to 1,50/m2 according to the 
reinforcement compressive strenght.

BENEFITS

- The steels composing the concrete bar spacers are 
treated against rust.
- Quick and easy to install, with no precise posi�on.
- Low contact surface due to the scallop support.
- Great stability, do not �p.

N.B.: In some cases, in particular when using self-com-
pacting concrete, bar spacer scalloped can leave a mark.
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CONCRETE BAR SPACER
TYPE Z SCALLOPED

Edi�on january 2024. Product liability is limited to the supplied product quality, and the garantee ends whenever there’s a misuse or a neglected use. All complaints concerning the appearance 
of the products must be done before applica�on. We remind you that the applica�on means that the product is fine.

CONCRETE INFORMATIONS

PRODUCT INFORMATION

Un. /
pallet

900
750
600
510
390

2 700
1 620
1 350

Products can be manufactured in other exposure 
classes and compressive strength, according to NP EN 
206-1 and LNEC E-464 specifica�ons, composi�on 
established by CDAC laboratory (Secil).

Pallet weight
(Kg) Δ ±5%

900
1 030
1 135
1 200

995

965
925

1 100

Un. /
package

--
--
--
--
--

50
30
25

Pallet format
l x L x H (mm)

800 x 1200 x 1080
800 x 1200 x 1140
800 x 1200 x 1170
800 x 1200 x 1230
800 x 1200 x 1100

1100 x 1100 x 1050
1100 x 1100 x 1110
1100 x 1100 x 1350

Dimensions
e (Δ±2) x l (Δ±2) x L (Δ±40) (mm)
30 x 30 x 800
40 x 35 x 800
50 x 35 x 800
60 x 35 x 800
70 x 35 x 800
e (Δ±2) x l (Δ±2) x L (Δ±20) (mm)
30 x 30 x 340
40 x 35 x 340
50 x 40 x 340

Reference

RB030
RB040
RB050
RB060
RB070

RBM030
RBM040
RBM050

Designa�on

Bar spacer scalloped 30
Bar spacer scalloped 40
Bar spacer scalloped 50
Bar spacer scalloped 60
Bar spacer scalloped 70

Bar spacer scalloped 30
Bar spacer scalloped 40
Bar spacer scalloped 50

Unit weight
(Kg) Δ ±5%

0,975
1,350
1,860
2,310
2,500

0,350
0,555
0,800

Bar spacer scalloped - Standard concrete

CRITERIA
Density
Compressive strength
Exposure class
% of water absorption
Dimensional tolerance
Components

Other informations

STANDARD CONCRETE
2150 Kg/m3

C40/50
XC2
< 7 %
+/-2mm on the height (e) ; +/-40mm on the length (L)
Portland cement ; limestone filler ; expanded clay ; sand ; 
gravel ; adjuvants ; water.

PLUS CONCRETE
2300 Kg/m3

C40/50
XD/XS/XF/XA
< 5 %
+/-2mm on the height (e) ; +/-40mm on the length (L)
Portland cement ; sand ; gravel ; adjuvants ; water.
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Unit /
pallet

900
750
600
510
390

2 700
1 620
1 350

Pallet weight
(Kg) Δ ±5%

1 000
1 120
1 240
1 260
1 125

965
925

1 100

Unit /
package

--
--
--
--
--

50
30
25

Pallet format
l x L x H (mm)

800 x 1200 x 1080
800 x 1200 x 1140
800 x 1200 x 1170
800 x 1200 x 1230
800 x 1200 x 1100

800 x 1200 x 1080
800 x 1200 x 1140
800 x 1200 x 1100

Dimensions
e (Δ±2) x l (Δ±2) x L (Δ±40) (mm)

30 x 30 x 800
40 x 35 x 800
50 x 35 x 800
60 x 35 x 800
70 x 35 x 800
e (Δ±2) x l (Δ±2) x L (Δ±20) (mm)
30 x 30 x 340
40 x 35 x 340
50 x 40 x 340

Reference

RBXA3-30
RBXA3-40
RBXA3-50
RBXA3-60
RBXA3-70

RBMXA3-30
RBMXA3-40
RBMXA3-50

Unit weight
(Kg) Δ ±5%

1,095
1,470
2,035
2,430
2,830

0,350
0,555
0,800

Bar spacer scalloped - PLUS concrete
Designa�on

Bar spacer scalloped 30
Bar spacer scalloped 40
Bar spacer scalloped 50
Bar spacer scalloped 60
Bar spacer scalloped 70

Li�le bar spacer scalloped 30
Li�le bar spacer scalloped 40
Li�le bar spacer scalloped 50


