
VERTICAL SPACER
WITH CLIP

TECHNICAL DATA SHEET

CONCRETE SPACER

Scalloped triangular spacer with a metal clip 
allowing the hanging on the horizontal rein-
forced bar.
For finished, coated or framed concrete.
Covers : 30, 40, 50, 60, 70, 80mm.
Heights 300 and 350mm.

APPLICATION

- Depending on the reinforcement, 1 to 2 ver�cal 
spacers per m² minimum is required.
- Applica�on over reinforcement mesh of � 5,5 to � 
16.

BENEFITS

- The steels composing the concrete bar spacers 
are treated against rust.
- Quick and easy to install.
- Low contact surface due to the scallop support.
- Rigid clip to seat horizontal reinforcement.
- Compressive strength.

ZI Casal dos Frades | Rua B, Lt 15 | 2435-661 Ourém | Portugal | Tel. +351 249 544 115 | Fax. +351 249 542 549 | E-mail. virginie.a@vipremi.pt

PRÉFABRIQUÉS EN BÉTON®



VERTICAL SPACER
WITH CLIP

INFORMATIONS PRODUITS

TECHNICAL DATA SHEET

CONCRETE SPACER

Un. /
pallet
2700
1620
1350
1080
1080
1080

Un. /
package

50
30
25
20
20
20

Weight/pallet
(Kg) Δ ±5%

1085
1000
1225
1160
1330
1315

Pallet format
l x L x H (mm)

1100 x 1100 x 970
1100 x 1100 x 950

1100 x 1100 x 1110
1100 x 1100 x 1100
1100 x 1100 x 1100
1100 x 1100 x 1200

Dimensions
e (Δ±2) x H (Δ±10) (mm)

30 x 350
40 x 350
50 x 350
60 x 350
70 x 350
80 x 300

Reference

RBV030
RBV040
RBV050
RBV060
RBV070
RBV080

Designa�on

Spacer with clip 30
Spacer with clip 40
Spacer with clip 50
Spacer with clip 60
Spacer with clip 70
Spacer with clip 80

Unit weight
(Kg) Δ ±5%

0,395
0,600
0,885
1,055
1,211
1,200

Spacer with clip - Standard concrete

Un. /
pallet
2700
1620
1350
1080
1080
1080

Un. /
package

50
30
25
20
20
20

Weight /pallet
(Kg) Δ ±5%

1085
1000
1225
1160
1425
1410

Pallet format
l x L x H (mm)

1100 x 1100 x 970
1100 x 1100 x 950

1100 x 1100 x 1110
1100 x 1100 x 1100
1100 x 1100 x 1100
1100 x 1100 x 1200

Dimensions
e (Δ±2) x H (Δ±10) (mm)

30 x 350
40 x 350
50 x 350
60 x 350
70 x 350
80 x 300

Reference

RBVXA3-30
RBVXA3-40
RBVXA3-50
RBVXA3-60
RBVXA3-70
RBVXA3-80

Designa�on

Spacer with clip 30
Spacer with clip 40
Spacer with clip 50
Spacer with clip 60
Spacer with clip 70
Spacer with clip 80

Unit weight
(Kg) Δ ±5%

0,395
0,600
0,885
1,055
1,295
1,280

Spacer with clip - Plus concrete

e

H

CONCRETE INFORMATIONS

Products can be manufactured in other exposure 
classes and compressive strength, according to NP EN 
206-1 and LNEC E-464 specifica�ons, composi�on 
established by CDAC laboratory (Secil).

STANDARD CONCRETE
2250 Kg/m3

C30/37
XC2
< 6 %
+/- 2mm on the cover (e) ; +/-10mm on the Height (H)
Portland cement ; limestone filler ; expanded clay ; sand ; 
gravel ; adjuvants ; water.

PLUS CONCRETE
2300 Kg/m3

C40/50
XD/XS/XF/XA
< 6 %
+/- 2mm on the cover (e) ; +/-10mm on the Height (H)
Portland cement ; sand ; gravel ; adjuvants ; water.

CRITERIA
Density
Compressive strength
Exposure class
% of water absorption
Dimensional tolerance
Components

Other informations

Edi�on january 2024. Product liability is limited to the supplied product quality, and the garantee ends whenever there’s a misuse or a neglected use. All complaints concerning the appearance 
of the products must be done before applica�on. We remind you that the applica�on means that the product is fine.


