
LIGHT CORNICE

TECHNICAL DATA SHEET

CEILING FINISHINGS

APPLICATION

- Check al�metry.
- Begin the applica�on in the corners  to create the 
alignment for the other parts.
- Use mortar to fix the parts.
- The connexion to the framework is made every 
Lm through the specific holes in the cornices.
- Fill in with concrete.

BENEFITS

- Light.
- Resistant.
- Easy to handle and to fix.
- Low cost transport and applica�on.
- Aesthe�cs: several pa�erns.

For roo�ops and beams.
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LIGHT CORNICE

TECHNICAL DATA SHEET

CEILING FINISHINGS

CORNICE 4B 4GR CORNICE 4B CE4GR CORNICE 4B 8GR CORNICE 4B CE8GR

CORNICE 4B 9GR CORNICE 4B CE9GR
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Dimensions
H x l x L1 x L2 (mm)

170 x 425 x 1000

250 x 520 x 1000

200 x 495 x 1000

170 x 425 x 260 x 680

250 x 520 x 230 x 750

200 x 495 x 250 x 750

Reference

4B 4GR

4B 5GR

4B 9GR

4B CE4GR

4B CE5GR

4B CE9GR

Designa�on

Straight cornice 4

Straight cornice 5

Straight cornice 9

Angle cornice 4

Angle cornice 5

Angle cornice 9

Weight / m.
(Kg) Δ ±5%

21

28

25

Poids un.

20

25

20

Light cornice

PRODUCT INFORMATION

Edi�on january 2024. Product liability is limited to the supplied product quality, and the garantee ends whenever there’s a misuse or a neglected use. All complaints concerning the appearance 
of the products must be done before applica�on. We remind you that the applica�on means that the product is fine.


